
APPLICATION & MAINTENANCE

SAFETY INFORMATIONSPECIFICATIONS
Health 1
Flammability 2
Reactivity 0
Personal Protection B

Strong Hold acrylic/urethane sealer/conditioner has 
been formulated to penetrate concrete and stone 
surfaces and place a protective, chemical resistant 
acrylic/urethane matrix within the top layer that pre-
vents staining and spotting from engine oil, brake 
fluid, transmission fluid, hydraulic oils, grease, etc.  
The treated surface is left clear, glossy, and easier 
to clean.  

1. Remove any coatings and other foreign matter from surface. Use a high quality degreaser such as Perma 
#156 Deep Impact or #150 Grease Cutter applied through a pressure washer or automatic scrubber to remove 
heavy dirt, oil, and grease stains. Use a high quality all purpose cleaner such as Perma #129 Super Blue or #180 
Geo-Clean, to clean light soil from a new installation. Follow directions on label; make sure surface is clean and 
dry before applying Strong Hold Concrete Sealer/Conditioner to avoid sealing in dirt and residue.
2. Strong Hold Concrete Sealer/Conditioner  can be applied with a  lambs wool applicator or paint roller. Avoid 
puddling, foaming and uneven application. Make sure to roll out any foam created by paint roller application.
3. Generally, one coat is sufficient to achieve effective impregnation/sealing of most concrete surfaces. Use visual 
judgement in determining whether a second coat of Strong Hold is necessary to achieve desired penetration and 
sealing of the concrete.
4. Depending on temperature and humidity conditions, treated areas should be dry enough to open to traffic in 
3-5 hours.
STORAGE: 12 month shelf life. Keep container closed when not in use. Store upright at room temperature 65-
70oF.

Color Clear, Light Amber
Solids 32%
Weight Per Gallon 7.2
Viscosity 20 Cps
Solvents Mineral Spirits
Flash Point 1050F minimum
Dry Time 20 minutes
Water Resistant 24 hours-No effect
Alcohol 1 hour-No effect
Gasoline 1 hour-No effect
Caustic 5% 24 hours-No effect
Soap Resistance 2 hours-No effect
Slip Resistance > 0.6
Coverage 500-750Ft.2 /Gallon
VOC <600 grams/liter

Read Safety Data Sheet thoroughly before using.
WARNING: Category 3 Flammable Liquid. 
Flash Point - TCC 104o F. Contains Stoddard 
Solvent CAS #8052-41-3. Keep away from heat 
and open flame. Irritating to eyes and skin. Do 
not get in eyes. Minimize contact with skin or 
clothing. Minimize breathing mists or vapors. 
Use only with adequate ventilation. Wash after 
using. Keep container closed when not in use. 
Do not reuse empty container.
FIRST AID: For eyes:  Flush with water until 
irritation stops. Seek immediate medical 

treatment. For skin: Remove contaminated clothing and shoes; 
wash with soap and water. If irritation persists, see a physician. 
For ingestion: If swallowed, do not induce vomiting. Keep still; 
get immediate medical treatment. For inhalation: If overcome 
or affected, remove victim to fresh air. Use artificial respiration 
if not breathing. Get immediate medical attention.
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