
APPLICATION & MAINTENANCE

SAFETY INFORMATIONSPECIFICATIONS

Health 1
Flammability 0
Reactivity 0
Personal Protection B

Color 1 - 2 Gardner
Solids 25  + 1%
Weight Per Gallon 8.25 - 8.4
Gloss@60 90
Hardness 25 - 28 (Sward)
Viscosity 40 cps.
Solvents Water-glycol ethers
Flash Point No flash below 210o F.
Dry Time Dry to touch 2 hours
Water Resistance 8 hours-No effect
Alcohol 1 hour-No effect
Gasoline 8 hours-No effect
Caustic 5% 2 hours-No effect
Soap Resistance 8 hours-No effect
Slip Resistance (ASTM F-609)

0.6 Minimum
Coverage 500 - 700 ft2  per gallon
Odor Minimal
VOC 150 grams/liter

Read Safety Data Sheet thoroughly before using. 
This finish is not a hazardous mixture as defined in 29 CFR 
1910.1200. Safety glasses and gloves should be worn during 
application and handling. FIRST AID:  In the event of skin or eye 
contact, flush area with water for 15 minutes. If irritation occurs 
seek medical treatment.  If ingested, do not induce vomiting, 
unless instructed to by a physician, seek immediate medical 
treatment.
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All-Coat
All-Coat is a water-based poly-urethane dispersion product 
broadly formulated to provide fast-building, high gloss results 
on a wide variety of surfaces and substrates. All-Coat’s clear 
gloss finish make it an excellent choice for application on any 
residential or commercial wood floor, furniture or trim surface; 
as a 1-2 coat finish for Vinyl Composite Tile (VCT); or as a sim-
ply applied, durable gloss coating for terrazzo, slate, stone or 
concrete floors. All-Coat may be applied with flat mop, t/bar or 
foam flock applicators, and will dry in between 1-2 hours. Just 
2 coats of this product will generally produce the depth of gloss of 6-8 coats of traditional acrylic finishes, saving you tremendously 
in time and labor expenses. All-Coat has a low odor, can be burnished and is non-flammable.

Finish for VCT, Wood 
and Stone Floors

NOTE: If the composition or origin of an existing finish is unknown, the finish should be removed or a test patch applied to de-
termine compatibility and adequate adhesion characteristics. Do not apply All-Coat if the floor temperature is lower than 60o F. 
Remove old VCT finishes, with Perma #118 Eliminator finish stripper.Vacuum or mop up the stripping solution. Rinsing the floor 
lightlyl using 1 ounce of #127 Tops or Easy Mix 1005 Neutral (1:128) per gallon of clean water will remove any stripping residue 
and provide for positive leveling and adhesion. 
For recoating vinyl tile, or wood and concrete floor preparation, dilute 4-6 ounces of #255 All Prep and thoroughly scrub the 
floor with a low speed buffing machine or automatic scrubber equipped with maroon surface prep pad. Vacuum or mop up soiled 
solution. Rinse per previous instructions.
To obtain an optimal level of appearance and gloss, on:
VCT, first apply a single coat of Perma #571 All-Seal, which will seal off pores and dry [generally] within 20 minutes. Once dry, ap-
plying 1-2 coats is generally sufficient for gloss and durability; but add more coats if your maintenance schedule is infrequent. 
Wood, first apply a single coat of Perma #571 All-Seal, which will seal off pores and dry [generally] within 20 minutes. Once dry, 
applying 2-3 coats is generally sufficient for gloss and durability; but add more coats if your maintenance schedule is infrequent.  
Concrete first apply a single coat of Perma #571 All-Seal, which will seal off pores and dry [generally] within 20 minutes. Once dry, 
applying 2-3 coats is generally sufficient for gloss and durability; but add more coats if your maintenance schedule is infrequent.
MAINTENANCE: Floors should be dry mopped or vacuumed daily to remove abrasive soils. Floors should be damp mopped or 
scrubbed with an automatic scrubber and #127 Tops or #70 Stand Up periodically to remove fine dust and soil not removed by 
dry mopping or vacuuming. To restore gloss levels, All Coat may be mopped with Easy Mix 1035 diluted at 2 ounces per gallon of 
water and burnished using a 1500-2000 Rpm burnishing machine equipped wtih soft burnishing pad.


