
SAFETY INFORMATION

APPLICATION & MAINTENANCE

SPECIFICATIONS

Floor Prep, Burnishing
and Gloss Enhancing Cleaner

Active Ingredients                        Water soluble solvents and 
surfactants 

pH 10+/-0.5
Free Ammonia None
Free Alkali  None
Free Acid None
Phosphates None
Abrasives None
Color Milky Yellow
Odor Citrus
Solubility in Water 100%
Freeze/Thaw Stability 3 cycles
Shelf Life Min.1 year (300F.-1250F.)
Flash Point None
Weight Per Gallon 8.4
Biodegradable Yes
Soil Suspension Excellent

Health 1
Flammability 0
Reactivity 0
Personal Protection B

Read Safety Data Sheet Thoroughly Before Using.  
Contains Citrus Solvent CAS# 6989-29-5, Nonylphenol Polyethyl-
ene Glycol Ether CAS# 127087-87-0 and surfactants which may 
cause irritation in undiluted concentrations.  Protective eye glasses 
and gloves should be worn during use.  In the event of external 
or eye contact, flush thoroughly with clean water.  In the event of 
eye contact or ingestion seek immediate medical treatment.
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For: Dilution per gallon of water
High and Ultra-High Speed Burnishing                                                                                                                          128 Oz. (1:1)

Deep Scrubbing of Heavily Soiled VCT Floors 8 Oz. (1:16) 

Routine Cleaning of Finished Floors  2 Oz. (1:64)

For Deep Scrub & Recoating Applications: Mix at 8 oz/gal in warm (not hot) water. Apply Deep-Prep to the area to be cleaned 
using a mop or pressurized sprayer. Scrub the treated area with a 175-350 Rpm buffer or automatic scrubber equipped with a 
blue pad or brush. Best results will be achieved by double-scrubbing with an automatic scrubber filled with clear water. Extract 
and rinse on the second pass. Let dry and apply a new coat of either All-Seal or All-Coat as dictated by the material and film 
thickness requirements.
For Use as a Pre-Burnish Restorer: Mix at 8 oz/gal in warm (not hot) water. Spray on floor with a pump sprayer, Fas-Trak 
Ultra-Spray or through a Fas-Trak Ultra-Trak with microfiber pad. Apply only enough so that it is dry in 3-5 minutes. Once dry, 
burnish with a Lite Hair, Light Blue or Aqua Burnishing pad as dictated by your equipment and floor finish hardness. The object is 
to achieve great gloss without swirl marks. Your choice of pad makes the difference.
For Use as a Spot or Area Burnishing Cleaner/Restorer: Floors should be washed prior to burnishing.
Burnish with a Lite Hair, Light Blue or Aqua Burnishing pad  and a 1500-3000 Rpm burnishing machine. Apply just enough Deep 
Prep to moisten the surface of the pad. Using a coarse mist setting apply two squirts of Deep Prep in front of the polisher and 
begin burnishing. Burnish until Deep Prep has completely evaporated and floor has become slip resistant. NOTE: The use of a 
clean burnishing pad is critical. Pads should be routinely turned over to help eliminate redepositing dirt that has been removed 
and transfered to the burnishing pad. When pads become soiled either thoroughly clean or discard them.

Sometimes you have to go a little deeper when preparing a floor 
for burnishing or reconditioning with the appropriate All-Floor Sys-
tem product. Now, there is Deep-Prep. By penetrating the existing 
coating structure and opening the pores, Deep-Prep extracts and 
emulsifies embedded soils while conditioning the finish to be bur-
nished to a wet look gloss. This is  achieved without the need for 
aggressive mechanical action, abrasive pads or film destruction. 
Once prepared, burnishing with Deep-Prep provides gloss levels even beyond those possible when a finish is brand new! Deep-
Prep is phenomenal on badly damaged and soiled rubber sports floors, and is suitable for use on any water-based acrylic or 
burnishable urethane coating.


